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Owner’s Manual

	 / Съдържание на опаковката / 内装物 / Sadržaj pakiranja / Obsah balení / Pakket inhoud / Packaging 
contents / Pakendi sisu / Pakkauksen sisältö / Contenu de l’emballage / Verpackungsinhalt / Περιεχόμενα συσκευασίας / A 
csomag tartalma / Isi kemasan / Contenuto dell’imballo / パッケージ内容 / 패키지 내용 / Pakuotės turinys / Zawartość opakowania 
/ Conteúdo da embalagem / Комплектация / Obsah balenia / Vsebina embalaže / Contenido del embalaje / Förpackningens 
innehåll / ส่วนประกอบผลิตภัณฑ / Paket içeriği

MP 250 D2.3 / MP 250 D4.3

	 / Размер / 规格 / Veličina / Velikost / Afmetingen / Size / Suurus / Koko / Dimensions / Größe / Διαστάσεις / Méretek / 
Ukuran / Ingombro / サイズ / 크기 / Dydis / Wielkość / Dimensão / Размер / Rozmery / Velikost / Tamaño / Storlek / ขนาด / Ebat

A

A B B1 C D E F U V S

MP 250 D2.3 / MP 250 D4.3
268 236 39 160 141 274 58,5 250 5,5 3,50 mm

10.55 9.29 1.54 6.3 5.55 10.79 2.3 9.84 0.22 0.14 in.

B

D
S

C

B1

Fixing Kit

MPG 250
Optional

E F

V

U

MP 250 D2.3 / MP 250 D4.3
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MP 250 D2.3 / MP 250 D4.3

	  / Монтаж / 安装 / Montaža / Montáž / Montage / Mounting / Paigaldamine / Kiinnitys / Montage / Montage / 
Τοποθέτηση / Beszerelés / Pemasangan / Montaggio / マウント / 마운트 / Montavimas / Montaż / Montagem / Монтаж / 
Montáž / Namestitev / Montaje / Montering / การใส่ลำ�โพง / Montaj

OK

IMPEDANCE MP 250 D2.3 MP 250 D4.3

1 Speaker 2+2 4+4 Ω
1 Speaker series 4 8 Ω
1 Speaker parallel 1 2 Ω
2 Speakers parallel - parallel - 1 Ω
2 Speakers series - parallel 2 4 Ω
3 Speakers series - parallel 1.3 2.6 Ω

	  / Свързвания / 连接 / Spajanje / Připojení / Verbindingen / Connections / Ühendused / Kytkennät / Connexions / 
Verbindungen / Συνδέσεις / Csatlakozók / Sambungan / Connessioni / 接続 / 연결 / Jungtys / Połączenia / Ligações / Подключения 
/ Pripojenie / Vezave / Conexiones / Anslutningar / การเช่ือมต่อ / Bağlantılar

SERIES PARALLEL

AMPAMP AMP

AMP
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MP 250 D2.3 / MP 250 D4.3

1 SPEAKER SEPARATE1 SPEAKER IN PARALLEL

2 SPEAKER 
PARALLEL/PARALLEL

AMPAMP

AMP

1 SPEAKER IN SERIES

2 SPEAKER 
SERIES/PARALLEL

3 SPEAKER 
SERIES/PARALLEL

AMP

AMP AMP
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SEALED 
BOX ASSEMBLY

A M

H

W

D

C

B

BOX
TECH
DATA

Vb Fb Qtc External dimensions
(Pic .1)

Mounting
Hole - M

Wood 
Thickness

PxS-Port inner size Lp-Port 
lenght

Damping 
Material

W H D

l
(cu. ft.) Hz mm 

(in.)
mm 
(in.)

mm 
(in.)

mm 
(in.)

mm 
(in.)

mm 
(in.)

mm 
(in.)

mm 
(in.)

MP 250 D2.3 

Sealed
17
(0.60) 50 0,85 428

(16.85)
350 
(13.78)

167
(6.57)

236
(9.29)

16 
(0.63)

-
-

-
-

-
- Pic. 1

MP 250 D4.3
Sealed

17
(0.60) 47 0,82 428

(16.85)
350 
(13.78)

167
(6.57)

236
(9.29)

16 
(0.63)

-
-

-
-

-
- Pic. 1

MP 250 D2/D4.3
Reflex

22
(0.78) 38 - 476

(18.74)
312
(12.28)

281
(11.06)

236
(9.29)

16
(0.63)

280
(11.02)

35
(1.38)

594
(23.39) Pic. 2

PANELS
CUT LIST

A Qty B Qty C Qty

mm 
(in.)

Pcs mm 
(in.)

Pcs mm 
(in.)

Pcs

MP 250 D2/D4.3
Sealed

428 X 350
(16.85 x 13.78) 2 428 x 135

(16.85 x 5.31) 2 318 x135 
(12.52 x 5.31) 2

MP 250 D2/D4.3
Reflex

476 x 312
(18.74 x 12.28) 2 476 x 249

(18.74 x 9.80) 2 280 x 249
(11.02 x 9.80) 2

AC C

B

A

B

PANELS
LAYOUT

ENCLOSURE DESIGN

DAMPING MATERIAL
BOX ASSEMBLY AND SHAPE
This manual features the 
box assemblies and 
shapes which 
are easiest 
to create. 
However, 
the bass 
frequency 
performance 
can be 
noticeably 
improved 
with different box 
shapes, assembly methods and 
construction materials.

(Pic. 1)
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FILTER Suggested Subsonic filter cut-off Suggested Lo-pass filter cut-off

MP 250 D2/D4.3
Sealed 15 Hz / 24dB Oct 70-80 Hz / 24 db Oct

MP 250 D2/D4.3
Reflex 20 Hz / 24dB Oct 60-70 Hz / 24 db Oct

REFLEX 
BOX ASSEMBLY

H

W

D

C

B

A M

Subsonic Lo-pass

f

db

SUGGESTED PORT POSITION/DIMENSION ROUND SHAPE SUGGESTED 
AT THESE POINTS

(W) 476 mm

(M) 236 mm

230 mm95 mm

50
 m

m

35 mm

(D
) 2

81
 m

m

23
0 

m
m

DAMPING MATERIAL
BOX ASSEMBLY AND SHAPE
This manual features the 
box assemblies and 
shapes which 
are easiest 
to create. 
However, 
the bass 
frequency 
performance 
can be 
noticeably 
improved 
with different box 
shapes, assembly methods and 
construction materials.

(Pic. 2)
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	  / Електро-акустични параметри / 电声参数 / Elektro-akustički parametri / Elektroakustické parametry 
/ Elektro-akoestische parameters / Electro-Acoustic parameters / Elektroakustilised parameetrid / Sähköakustiset parametrit 
/ Paramètres électro-acoustiques / Elektro-akustische Parameter / Ηλεκτρο-ακουστικές παράμετροι / Elektro-akusztikus 
paraméterek / Parameter elektro-akustik / Parametri elettroacustici / 電気音響パラメータ / 전자 어쿠스틱 파라미터 / Elektriniai 
- akustiniai parametrai / Parametry elektro - akustyczne / Parâmetros electro-acústicos / Электроакустические параметры 
/ Elektro-akustické parametre / Elektro-akustični parametri / Parámetros electroacústicos / Elektroakustiska parametrar / อิ
เล็กโทร-อคูสติก พารามิเตอร / Elektro-aküstik parametreler

MP 250 D2.3* MP 250 D4.3*

D
mm 213 213

Xmax
mm ± 17 ± 17

Re
Ω 0,85 1,8

Fs
Hz 30 27

Le
mH 0,65 1,6

Vas
l 25 31

Mms
g 182 187

Cms
mm/N 0,14 0,18

BL
T•m 7,1 10,5

Qts 0,54 0,5

Qes 0,6 0,53

Qms 5,92 5,8

Spl 
dB 83,5 83,5

The Thiele and Small parameters are measured after 
the speaker has been conditioned by a specific signal 
and represent the expected long term parameters after 
a short period of use.

*The Thiele and Small parameters are measured with 
coils in parallel. For series coils specification multiply 
Re and Le by 4 and BL by 2, all other specifications 
remain the same.
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Component Size Power 
handling

Impedance Magnet Size Voice
Coil ∅

Magnet Cone Weight 
of one
component

Pe
ak

Co
nt

in
uo

us

mm 
(in.)

W W Ω mm 
(in.)

mm 
(in.)

Kg
(lb.)

MP 250 D2.3 Subwoofer 250
(10) 1200 600 2 + 2 165 x 75 x 35

(6.5 x 2.95 x 1.38)
65
(2.56)

High density 
flux ferrite

Pressed-pulp 
cone with mineral 
powders

8,2 (18.08)

MP 250 D4.3 Subwoofer 250
(10) 1200 600 4 + 4 156 x 80 x 35

(6.14 x 3.15 x 1.38)
65
(2.56)

High density 
flux ferrite

Pressed-pulp 
cone with mineral 
powders

7,8 (17.2)

	  / Технически спецификации / 技术规格 / Tehnički podaci / Technické údaje / Technische specificaties / Technical 
specifications / Tehnilised andmed / Tekniset tiedot / Caractéristiques techniques / Technische daten / Τεχνικά χαρακτηριστικά 
/ Műszaki adatok / Spesifikasi teknis / Specifiche tecniche / 技術仕様 / 기술 사양 / Techniniai duomenys / Szczegóły techniczne 
/ Especificações técnicas / Технические условия / Technické informácie / Tehnične specifikacije / Especificaciones técnicas / 
Tekniska specifikationer / ความต้องการทางเทคนิค / Teknik veriler



Tutte le specifiche riportate sono soggette a cam
biam

ento senza preavviso
All specifications subject to change w

ithout notice
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